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The U.S. Heavy lon Fusion program has recently commissioned several new experiments. In the
High Current ExperimeritP. A. Seidlet al,, Laser Part. Beanm®0, 435(2003], a single low-energy

beam with driver-scale charge-per-unit-length and space-charge potential is being used to study the
limits to transportable current posed by nonlinear fields and secondary atoms, ions, and electrons.
The Neutralized Transport Experiment similarly employs a low-energy beam with driver-scale
perveance to study final focus of high perveance beams and neutralization for transport in the target
chamber. Other scaled experiments—the University of Maryland Electron[Rir@ O’Sheat al,,
accepted for publication in Laser Part. Bedragd the Paul Trap Simulator Experimgi. C.
Davidson, H. Qin, and G. Shvets, Phys. Plasifd€920(2000 |—will provide fundamental physics
results on processes with longer scale lengths. An experiment to test a new injector concept is also
in the design stage. This paper will describe the goals and status of these experiments, as well as
progress in theory and simulation. A proposed future proof-of-principle experiment, the Integrated
Beam Experiment, will also be described. ZD03 American Institute of Physics.
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I. INTRODUCTION eters scaled to produce the space-charge-dominated regimes
of the fusion driver. Stable transpdrtacceleration and
The goal of the U.S. Heavy lon Fusi¢HIF) program is  compressiof},beam combining,and final focu$ have been
to produce commercial electricity by using multiple beamsstudied in this way. However these experiments were unable
of heavy ions A~100-200 amu) at a few giga-electron to study several important phenomena, among them electron
volts to implode an inertial fusion target. In order to achieveeffects such as neutralizatidiwhich requires a beam with
this goal, space-charge-dominated beams must be accelglriver-like current and beam perveahcand long spatial-
ated and compressed to form10 ns pulses, then focused length-scale phenomené.g., longitudinal wave physics,
and propagated through the target chamber to the target. lnhere the growth length of perturbations is longer than
present designs, the target chamber first wall is protectegresent experiments
from radiation, neutrons, and debris from the fusion reaction  The present program is configured to address many of
by liquid jets of the molten salt FLiBe. As the beam propa-these issues. The High Current ExperimghtCX) is using
gates through the chamber, the charge state of the ions wil beam of charge per unit length characteristic of the low-
be changed by several competing processes, including strignergy end of a driver in order to study transport limits. The
ping and neutralization due to FLiBe vapor, and photoionizaNeutralized Tranport ExperimeniNTX) is using a low-
tion from target x rays. Much of the physics of beam propa-energy beam with a perveance characteristic of the high-
gation from source to target has already been explored in anergy end of a driver to study final focus and neutralization.
series of experiments using low-energy beams with paramOther scaled experiments are being used to study long-
length-scale phenomena. The University of Maryland Elec-

apaper CI1 2, Bull. Am. Phys. S0é7, 55 (2002. tron Ring6 (UM-ER) aghieves Ipng path length by ref:irculat-
Pnvited speaker. ing particles in a ring, while the Paul Trap Simulator
1070-664X/2003/10(5)/2064/7/$20.00 2064 © 2003 American Institute of Physics
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Experimenf (PTSX) confines particles for long times. Fi- 30f T T ]
nally, a new concept has emerged for a “multibeamlet” [ ]
heavy ion injector which, if successful, is expected to de- .~ ol 1 +  Grid Bios: 50V X
crease injector size and cost. An experiment is being de- E 20k : g::g ggg:j }ggz ¥
signed to test this concept. The status of all of these experi- £ : [cos(8)]" ]
ments will be described in Sec. Il. £ 15} 3

Due to the competing processes of neutralization and © ¢ ]
stripping noted earlier, beam propagation in the target cham- & 10} 1
ber encompasses perhaps the most complicated physics of 2 ]
the heavy ion driver. Recent simulation results for bismuth St B
ions (Bi*1) show focusing adequate for the driver for both of r . ]
the initial low energy beams which begin the target compres- 75 80 85 90
sion, and for the main pulse beams. These simulations are Angle (Degrees)

described in Sec. lll. . FIG. 1. Preliminary measurements of the electron emission coefficient, for 1
. When pr_esent eXpenmems have C,O”C'“‘,jed' mgny hea_leeV K+ incident on stainless steel, follow the 1/Gbeta dependenc’e
ion fusion driver issues will have been investigated in experiyetween 75° and 87° from normal incidence.
ments tailored to study relevant physics for a given section
of the driver. However, there remains a need to integrate the
physics in a source-to-target experiment. Two experiments A 0.18 A, 4us, 1 MeV K" beam is presently being used
(the Scaled Final Focus Experimémind the NTX, for in-  for the dynamic aperture studies. Following a 6-quadrupole
stance, will have studied aspects of final focus physics, inmatching system, the beam is transported through a periodic
cluding aberration correction and neutralization at high peralternating-gradient focusing system consisting of 10 electro-
veance, but in both experiments the beam was focusestatic quadrupoles with 23 mm aperture. The beam has been
directly after matching from the source, rather than, as in aligned with the focusing channel to within 0.5 mm and 2
driver, after transport with acceleration followed by longitu- mrad, and its envelope matched to within 2 mm. When the
dinal compression. Another experiment is required whichbeam is matched to fill 60% of the 23 mm radial aperture, no
would integrate the source-to-focus physics into a sequencemittance growtl{i.e., no beam heatings observed during
thus giving an approximation of the correct distribution func-transport, in agreement with simulation. Subsequent experi-
tion at the final focus system. This integrated proof-of-ments will increase the beam radius until degradation of
principle experiment, the Integrated Beam Experimentobeam quality occurs. Beam halo production will be mea-
(IBX), is in the initial physics design stages now. Importantsured, as well as desorption of gas from the walls as beam
physics which could not be studied in previous experimentparticles scrape the vacuum wall.
is also included in its mission, namely, longitudinal drift In contrast to electrostatic quadrupoles, in which the
compression, bending of space-charge-dominated beamiglds will sweep out electrons, in magnetic quadrupoles,
and some longitudinal beam physics experiments. The IBXvhich make up most of the transport system of the driver,
will be described in Sec. IV. electrons can persist and affect beam transport. Electrons
produced by beam halo ions scraping the vacuum wall, or by
ionization of background gas, will change the space charge

Il. THE PRESENT HEAVY ION FUSION EXPERIMENTAL  ©f the beam, adversely affecting focusing, and perhaps even
PROGRAM producing instability.

Experiments beginning now on the HCX will provide
data to determine how large the beam pipe aperture must be

The mission of the High Current Experiment is to ex-in order that these effects be kept negligible. First the sec-
plore the physics which limits the amount of beam that carondary electron and atom coefficient will be measured. Very
be transported through an accelerator of a given aperturdittle experimental data are available on the secondary elec-
This limitation on transport efficiency affects the eventualtron and atom coefficients for the case of heavy ions at graz-
cost of a heavy ion fusion driver, and also determines théng incidence, the case most relevant to the driver, and of
optimal aperture for future experiments. Particle-in-cellcourse the coefficient will vary with surface material and
simulations predict that the “dynamic apertur@’e., the us- preparation. Preliminary HCX measurements of the electron
able aperture as defined by beam dynajificsthe case of a coefficient are shown in Fig. 1. For these measurements the
perfectly aligned beam is determined only by the limitationbeam has been aimed at various angles to a metal plate. The
of physical scraping of the beam at the aperfuféne High data follow the cosf) dependence known from the
Current Experiment is testing this conclusion at beam intenliterature? and show a secondary electron coefficient which
sities and pulse durations characteristic of those envisionedaries from 20 at 15° to 100 at 2° from grazing incidence.
in HIF drivers near injection energy. It also will explore the The distribution of electrons in the beam will be measured in
effects of misaligned beams, beam—gas interactions, distran alternating gradient lattice of four pulsed quadrupole fo-
butions with nonuniform density, and of beam envelopescusing magnets, which are instrumented to detect electrons
mismatched to the focusing system, which are expected tand desorbed gas. These are ready to be installed at the end
produce beam halo. of the HCX transport lattice. Measurements will be made of

A. The High Current Experiment
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the currents of electrons and ions produced by beam halo
scraping the quadrupole surfaces and by backgraqamd
desorbedl gas ionization. Measurements of the ion distribu-
tion function, which gives the beam space-charge potential,
can be used to calculate the radius at which the electron-ion
pair was “born,” and then the density of electrons versus
radius can be calculated, with the help of particle simulation.
Provision has been made to add induction cells in the gaps
between quadrupole magnets to in order to study the effect of
acceleration on electron accumulation and dynamics. Proto-
type superconducting quadrupoles have been built, and will ) ®)
also be installed in the HCX beamline to further the research g 2 geam profile(300 kv 25 mA potassium ionsat the end of the
into electron dynamics and gain operational experience witllasma drift section fofa) plasma source turned off, arfb) plasma source
the focusing technology appropriate for most of a driver.  on.

Extension of the HCX beamline by 20—-30 electrostatic
quadrupoles is also planned. This would allow more precis€. Small, scaled experiments
measurements of transport effects, which evolve over com-
parable lengths.

Two small experiments are beginning fundamental stud-
ies in intense beam physics important to heavy ion fusion.
One is the University of Maryland Electron Ring, and the
B. The neutralized transport experiment other is the Paul Trap Simulator Experiment at Princeton

The NTX consists of a 400 keV ion diode, followed by a Plasma Physics Laboratory. In both of these experiments
e ’ o long-length-scale phenomena can be studied, because the
4-quadrupole magnetic final focus systend dmm ofdrift in icl i .
which neutralization experiments will be performed. Thep"’.lrt'.C €s are con '|ned over many betqtron periods. In UMER
beam is an 80 mA K beam. Aperturing is done in order to this is done by circulating the beam in a small fast-cycling

: ; -~ synchrotron. The PTSX confines ions in a Paul trap for long
vary the perveance and to improve beam quality by Chppmg[imes (~45's), and time-dependence of the voltage on the
off beam affected by diode aberrations. Particle-in-cell simu- '

. . N radial-confinement electrodes simulates the passage of focus-
lations using the.sp code® have shown that neutralization P 9

caused b . [1 guadrupoles in the “beam frame.” Both experiments are
y passing the beam through a plasma can grea he beginni tages of operation. They are described in
improve the beam focus.In a driver this can be done by I the €ginning stag P ' y
. . ) . . 3 3 the following.
inserting a “plasma plug,” with a density 410 m~3)
which is significantly higher than the beam density, into thel- The University of Maryland Electron Ring
beamlines after the final focus system. Two other sources of UMER uses a nonrelativistic electron beam to simulate
electrons are available to neutralize the beam: electrons praatense ion beam physics in a compéti.52 m circumfer-
duced by beam ionization of FLiBe vapor in the chamber,ence experiment. The accelerator is designed to have access
and, after ignition, electrons in plasma formed around theo a wide range of beam parameters. The phase advance per
target by photoionization of FLiBe vapor by x rays from the focusing period of the transverse oscillation of a particle in
hot target. Both of these mechanisms will be simulated in thehe focusing field,o, is the “depressed betatron phase ad-
NTX. A pulsed metal plasma arc source of length 10 cm andrance.” The ratio of this number to the value of the phase
>10' cm™2 density is located 20 cm from the last focusing advance neglecting space charge, the “undepressed betatron
lens, to simulate the plasma plug. A 10-cm-long electronphase advance,&,, is a measure of the influence of space
cyclotron resonance plasma source providing & tfh 3 charge on the beam. In UMER/ o, can vary from 0.8 to
argon or helium plasma will be installed soon farther down-0.2, a range which takes beam dynamics from emittance-
stream. The spatial density profile from this source can belominated to space-charge-dominated. The input beam cur-
tailored by varying the axial profile of a solenoidal field rent is variable from 0.4 to 100 mA, giving a generalized
around the beam pipe, in order to simulate the spatial distriperveance of 0.0006—0.0015. At 10 keV, the normalized
bution expected for the photoionized plasma. emittance for 100 mA is 15 mm mrad. The pulse length can
Construction of the NTX has just been completed, andbe varied from 40 to 100 ns. These parameters overlap the
machine commissioning is in progress. Early data from théeavy ion fusion regime. At present, 18 focusing quadru-
NTX showing a large improvement in focusing when thepoles out of 72 have been installed in the ring. The ring is
plasma plug is present are shown in Fig. 2. expected to be completed in the summer of 2003. The 100
Optimization of the focus of the 4-quadrupole final focusmA beam shape in the injector, as measured by a phospho-
lens system, including minimization of higher-order aberra-rescent screen, is shown in Fig. 3.
tions, will also be studied in the coming months on the NTX. ~ When the ring is completed, multi-turn operation will be
In the future, octupole windings may be inserted in the boreattempted, the goal being to attain 100 turns at low current
of the focusing system magnets for studies of the correctioil0 mA) and 10 turns at high curreitt00 mA), with final
of third-order aberrations. Though aberration correction isemittance within a factor of 4 of the initial value. Subsequent
well-understood in other optical systems, techniques arepgrade of UMER would allow for ramping the dipoles, to
largely untested for high perveance beams. enable acceleration of up to 2 keV per turn.
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FIG. 3. Photos of integrated beam cross-section in several planes of the 0 . . . . . . .
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injector, obtained using a phosphor screen and a CCD camera, for the 100
mA intense beam; locations of scre€a) 71 cm,(b) 85 cm,(c) 91 cm, and
(d) 103 cm, all measured from the anode plane.

Frequency (kHz)

FIG. 5. Steady state currents for ions traveling directly from the ion source
to the Faraday cup. If the vacuum phase advanrgg (s greater than 90°
(area to the left of the white parabgléhe particle orbits are unstable and all
2. The Paul Trap Simulator Experiment ions strike the trap wall before reaching the Faraday cup.

In the Paul Trap Simulator Experiment, cesium ions with
density 16 cm™*® are injected into a gold-plated metal cylin- finement is not provided for this experiment—the ions are
drical vacuum chamber. The conducting walls are split intoyee._streaming longitudinally. The calculated area of known
four electrodegsee Fig. 4 which are charged as shown in enyelope instability is to the left of the white parabola in Fig.
the figure. At the “beam,” whose radius (~1 cm) is much 5 414 its effect on ion density can be seen in the contours of

less than the 10 cm wall radius,,, the field is th4at of &  cyrrent measured by a Faraday cup at the end of the experi-
quadrupole, with small corrections of order,(rw)". The  ment The change in ion profile as the instability is ap-
wall voltage,V,, oscillates at 100 kHz, simulating passing proached is also shown in the figure.

qguadrupoles of a transport system as seen in the beam frame.
Wa_ve_forms can be varled_ to e>_<p|0re th_e effects of differenty nultibeamlet injector test experiments
variations of quadrupole field with. Positive voltage on the ] o ) )
cylinder endplates provides longitudinal confinement. The AS the voltage on a diode is increased, in order to in-
end-to-end bounce time in the 2-m-long experiment is a faccréase the current generated, its length must increase in order
tor of 30—40(depending on parametgrigrger than the be- tp avoid e!ectrica] breakdown. The ChiId—Lgngmuir equa-
tatron period(i.e., the period of the transverse oscillation of tion, combined with voltage breakdown scaling, shows that
the particles due to the transverse focusimginimizing the i the ratio of the length of a diode to its diameter is held
effect of the ends on dynamics. The long 45 s) confine- ~constantin order to maintain good optics, the current density
ment time makes possible the study of slow-growth-timemMust decrease as voltage and total current increase. Thus
phenomena. The experiment will be used to study beam mid2€ams of smaller diameter produced by a diode have higher
match, envelope instabilities, halo production, beam comeurrent density than large-diameter beams. This offers the
pression techniques, longitudinal wave physics and bearAPPOrtunity of making a more compact diode and injector
profile effects. (the accelerator section directly after the dipdfeeach ac-
Experiments on the PTSX began in June 2002. Figure §€lerator beam can be made by merging small-diameter
is early data showing the current produced by the source as{ight beamlets. Another advantage of this merging mini-

function ofV, and wall voltage frequency. Longitudinal con- Peéamlet approach is the possibility of greatly reducing the
size of the “matching section.” In the conventional accelera-

tor design, a matching section with diameter larger than that

} A of the injector is needed to transform the round-cross-section
P of beams emitted from the diode to the elliptical cross-

W4 section required for the alternating gradient focusing system

of the accelerator. The diameter of this section can be sub-
stantially reduced with the “multibeamlet” approach, since

the merging beamlets can be arranged in an elliptical pattern
of the correct size for the accelerator. A potential problem is

FIG. 4. PTSX consists of three 8-in.-diam cylinders, each divided into fourthe emittance growth inherent in the merging process. Two-

90° sectors. An ac voltage on the central cylinder confines the ions radiall)&nd three-dimensional particle-in-cell simulations of the
while a dc voltage on the end cylinders confines the ions axially. By varying P

. . 13 .
the functional form ofV((t), the effects of various quadrupole magnet con- merging proce;%z, using thewarp code;, prOduce.a fm_al
figurations can be explored. Sideft) and end views are shown. transverse emittance of 0.8—1A mmmrad. While this

+/ £Vo(t) +

fw 21,

;—'{_j 2 +Vp (1)

Vo0
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FIG. 7. Input-power profile delivered to the target by 120 constant-current
beams with different durations and timings.

cause of space limitations, only one important highlight of
this effort is described here. For overviews of HIF theory
please see the following recent reviews: R. C. Davidson
et al, Laser Part. Beam20, 377 (2003; and D. R. Welch,
FIG. 6. PIC simulation of 91 beamlet8.5 A tota) in a multibeamlet injec- D. V. Rose, B. V. Oliver, T. C. Genoni, R. E. Clark, C. L.
tor. Number density in configuration and phase space is shown beginnin@!son, and S. S. Yu, Phys. Plasnfys2344(2002.

where the beamlets begin the merge. Final normalized emittance is just TheLSP code, a three-dimensional multi-species electro-
under 17 mm mrad. magnetic particle-in-cell code, has been used for axisymmet-
ric simulations of heavy ion beam propagation through the

emittance is approximately double that from a conventionaﬁrgeF chlarpber.. Manty cl_omtpllca;ed Ieﬁects _vv_eret |gc!u?e(ilh|n
single emitter diode, it is within acceptable limits for currentb € simu a_|onts. netu ra 'Zaf'(iﬂ yhp asbma |thec © 'T)O Ie
driver designs. The final emittance shows a very weak deX€aMmPpIpe Just upstream Of the chamber entrance, by elec-

pendence on the source temperature, allowing considerab Eonf] emltfted by ﬁ?e' conldluctllng_wallbneﬁr tge entrant(::iI,Band
flexibility in the ion source choice. Figure 6 shows the evo- y those from collisional lonization by the beam o Ibe

lution of the beam density and phase space. Within 40 m, yapor, beam stripping by FLiBe vapor and by x rays from

approaches uniform density, with acceptable uniformity inthe target; and beam n.eut.rali.zation and stripping by the
phase space. plasma formed by photoionization of vapor around the tar-

An experimental test of this concept is in the designget. Beam parameters were chosen to match a recent version

stage. In the first stage, in FY03, approximately one-hundre@f the distributed-radiator indirect-drive target introduced by

5 mA, 80 keV Ar" beamlets will be produced by placing a abak and Callahalf, which require_s 6'5_.7 .M‘] total_ input
multi-aperture extraction diode in front of a plasma ion energy. The energy must be deposited within annuli of half-

source. The beamlets will propagate in parallel. Plates pellév(')%/th 55%/ m:(nhat each enfd ofhtk;)e target. TPIS means .th?t
pendicular to the direction of travel, with apertures for each”; >~ 7> of the energy of each beam must focus in a circle

beamlet, will be biased in order to provide Einzel lens focus-Of radius 2.2 mm. The gorrect energy-deposlltlon time PrOf"e
>(gyr target compression is produced by phasing the arrival of

ing. Beamlet alignment, electron and gas production, an ; . o
beam quality will be measured. In the second stage, an e yeams of different energy, as sketched in Fig. 7. Focusing is
' most difficult for the earliest beams to arrivéne so-called

periment on the LLNL 500 kV test stand will accelerate the, lse” b d for the sh £ 1h . |
beamlets to 500 keV and merge them. Emittance growth du oot pulse” beams, and for the shorter of the main pulse

to merging, alignment, and phase and spatial profiles of th eams. Th_e _earllest foot pea_ms arnve before_ the target is
final merged beam will be measured. If successful, this con- eated sufficiently to photoionize the r_1earby FliBe vapor, so
cept could lead to a lower-cost, smaller-diameter, |0wer_these_pu_lses_ must reach the target W|t_hout neutralization by
weight multibeam injector. phc_)t0|on|zat|on elect.rons that are available to_Iater pulses,
while the shorter main pulse beams have the highest current
and perveance, and therefore the largest space charge forces
before neutralization. Parameters for these two types of beam
were used in the simulations described in the following.
An extensive theory and simulation effort supports the  Lsp calculations® were done with a ¥ 10'> cm™2 den-

above-described experiments, and explores driver issues. Bgity of BeF, in the chamber. This density is appropriate for

IIl. NEUTRALIZATION AND CHAMBER PROPAGATION
SIMULATION RESULTS
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the thick liquid wall (i.e., FLiBe jed chamber. Befis the  experiments, the beam manipulations involved must now be
dominant gas component of FLiBe vapor and has beeintegrated into a sequential system so that the evolution of
shown by simulations to adequately represent the vapor. Fdhe distribution function through all of the sections can be
the 9.3 ns, 2 kA, 4 GeV main pulse Bions, less than 1% followed. In this way the physics of the individual sections
fell within the required 2.2 mm radius spot when no plugcan be studied with a distribution function which has been
plasma or photoionized plasma was present. Adding a layghodified by previous sections, as in a driver.
of plasma 10 cm thickwith 3 cm parabolic density falloff at The HIF program has begun to plan a proof-of-principle
the ends of each plasmat each end of the 3-m-long beam experiment, the Integrated Beam Experimé@i@X), which
port, increased this percentage to 92% when the ionizatiowould investigate many of the remaining physics issues
length of the plasma was of the order of the distance to th&entioned earlier, and which would also be an integrated test
target. This value rose to 94% when the effects of neutralof source-to-focus beam physics. The IBX accelerator is at
ization by the photoionized plasma were included. Beam fopresent envisioned to be a single bearh #ccelerator with
cusing was insensitive to the length and density of the infinal ion energy~5—10 MeV and driver-scale perveance,
jected plasma layers so long as enough plasma electrongriable between 10 and 10°%. To reduce cost, though the
were available to neutralize the beam. However the scaleeéam would be driver-scale in transverse dimension and
length for the density falloff at the upstream end of the firstcharge-per-unit-length, the pulse length would be reduced to
layer was found to affect the transverse emittance, and there=0.2—1.5us full width at half maximum at injection. This
fore the focal spot, of the beam. More gradual profiles decan be compared to the driver pulse length at this energy,
creased the rms spot radius by decreasing the electron cuihich is a few tens of microseconds.
rent directed into the beam from the head as the beam Flexibility is being designed into the accelerator so that a
reached the plasma. range of acceleration and compression schedules can be ex
Foot pulse focusing was also greatly improved by theamined. Experiments on longitudinal wave propagation and
addition of the preneutralizing plasma plugs. For a 1.5 kA, 3growth, beam compression during acceleration, drift com-
GeV bismuth beam, 85% of the foot pulse focused within thePression(up to the factor of-20 needed in the drivirbeam
required 2.2 mm radius. This value increased to 92% whefending, and the effect of electrons on ion transport will be
the plasma density scale length was doubled. Thus focusinigossible, along with studies of integrated drift compression/
adequate for the driver was achieved for both foot and maifinal focus/neutralization/chamber transport. The IBX would
pulse beams. be a large step forward. However, the separate pieces of
Changing the ion from bismuthA(=209 amu) to xenon Pphysics, of beam acceleration, focusing, and compression,
(131 amy decreased the percent of ions focused within 2.2needed for the IBX will have been demonstrated in small-
mm to 60% for the foot pulse, and 81% for the 9.3 ns mainscale experiments, and the technology, including supercon-
pulse. Using xenon is desirable because the lighter mass déucting magnets, will be prototyped in the HCX and in of-
creases the cost of the accelerator. Though adequate focusifije experiments. Present experiments, especially the HCX,
has not yet been demonstrated for xenon, the system is nbtTX, and multibeamlet injector, will provide information
optimized, and it is likely that the spot size can be reducedwhich will optimize the design of the IBX and all subsequent
experiments. The dynamic aperture experiments on the
HCX, for instance, will optimize the aperture diameter, and
the NTX data will be used to optimize the magnet design for
the final focus. But the design of the IBX can be done with-
When the present experiments are completed, the HiBut this information, and later adjusted to the optimized val-
program will have experimentally demonstrated productionues. Costing studies indicate that for a single-beam accelera-
and stable transport of intense beams, beam compressidioy the effect of these changes on total cost would be
limited acceleration and compression of multiple beamsminimal (e.g.,~5% change in total cost fa 1 cmchange
beam combining, final focus with aberration correction, andn the 4 cm apertupe Construction of the IBX could begin in
beam neutralization. Many beam dynamics effects, including005, if funding were available.
halo production and electron production and dynamics, will ~ The IBX will not be able to investigate multiple beam
have been studied. The physics which will remain for futureand high current/high energy beam dynamics or very-long-
experiments includes bending of space-charge-dominatdéngth-scale dynamics. Exploration of these issues would be
beams, the final drift compression, multiple beam physicghe mission of the Integrated Research ExperintdRiE)—a
(including interaction of the high-current beam bundle withseveral-hundred mega-electron volt, multibeam, source-to-
the induction core impedanyevery-long-length-scale phys- target experiment. The IRE would also be able to perform a
ics such as longitudinal wave growttvhich will be studied limited set of experiments on heavy-ion-related target hydro-
on the small-scale experiments, but must be repeated in trdynamics, though most target issues would be tested on the
induction linac systemand high current/high energy phys- National Ignition Facility.
ics, such as neutralization with non-negligible beam self-
_magnepc field. But _along with explora_\tlon of f[hese areas, |§/_ CONCLUSIONS
is also important to integrate the physics previously explore
into a sequential experiment. While it was crucial to isolate  In summary, four new experiments are beginning to pro-
the physics of each driver section in controlled, affordableduce data for the Heavy lon Fusion program. They include

IV. PLANS FOR AN INTEGRATED BEAM
EXPERIMENT
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experiments on transport limidligh Current Experiment  76SF00098, W-7405-Eng-48, DE-AI02-93ER40799,

and final focus and neutralizatidNeutralized Transport Ex- DEFG02-94ER40855 and DEFG02-92ER54178, and DE-

perimenj, and small-scale experiments on long-length-scaleAl02-94ER-54232.

issues and fundamental beam dynanige University of

Maryland Electron Ring and the Paul Trap Simulator Experi-

menj). A fifth experiment, which will investigate the feasibil-

ity of a new “multibeamlet injector” concept, will be in

operation in mid-2003. M. G. Tiefenback and D. Keefe, Trans. Nucl. SNiS-32 2483(1985.
Along with these experiments, a program of simulation zW- M. Fawley, T. Garvey, S. Eyloet al, Phys. Plasmad, 880(1997.

and theory serves to both support experimental data analysi{‘h’;s' SFf;‘;" A(i'lév"zée('fégaw' W. Chupet al, Nucl. Instrum. Methods

and design, and explore driver issues which are not in reachs s \acLaren, A. Faltens, P. A. Seidl, and D. V. Rose, Phys. Plasmas

of present experiments. Recent simulations have demon-1712(2002.

strated focusing of both foot and main pulse beams onto théP. A. Seidi, D. Baca, F. M. Bieniosek, A. Faltens, S. M. Lund, A. W.

2.2 and 1.8 mm spot required by present argets. Effcts off %, £ 1t PIos w1d W LMo, T Hen Cutet Eperment

ionization of the beam and ambient vapor by target x rays, 5ogg1.

neutralization by electrons emitted from the wall and from ®p. G. O'Shea, R. A. Kishek, M. Reiset al, accepted for publication in

plasmas in the beam pipe, and stripping by x rays and back;Laser Part. Beams; R. A. Kishek, Bull. Am. Phys. S4g, 137(2002.

: : : i~ ~_R. C. Davidson, H. Qin, and G. Shvets, Phys. Plasiha$20(2000.
ground gas were included in the calculation. Preneutrahzaao M. Celata, A. F. Friedman. D. P. Grote, I. Haber, and E. Henestroza,

tion by plgsmas in the beam port was especially important in «payicie-in-cell simulations of beam dynamics in the HCX,” accepted for
the focusing process. publication in Laser Part. Beams.
The present experiments will conclude a sequence of P. Thieberger, A. L. Hanson, D. B. Steski, V. Zajic, S. Y. Zhang, and H.

experiments that will have demonstrated most of the physicg#“ievﬂgéﬁggsﬁ;"' é?;}kozgznsadogzgo% Phys. Rev, ST Accel. Beams

of the heavy ion driver. A proof-of-principle experiment, the - 110401(1999; b. R. Welch, D. V. Rose, B. V. Oliver, and R. E. Clark,
Integrated Beam Experiment, is planned to succeed thiSNucl. Instrum. Methods Phys. Res.464, 134 (2001).

phase. The IBX will demonstrate integrated source-to-focus'W. M. Sharp, D. A. Callahan, M. Tabait al, “Simulation of chamber

; ; ; ; transport of heavy-ion fusion,” accepted for publicationFroceedings of
transport, acceleration, compression, and focusing of a SlngleInvited Papers, 19th International Conference on Plasma Physics, Lyon,

beam, and will explore many of the remaining physics issues France, 2002 (IAEA, Vienna, Austrid, available at www.IAEA.Org/
of heavy ion drivers, such as longitudinal dynamics, beam programmes/rpic/physics.
bending, and integrated drift compression/final focus/“D-P.Grote, E. Henestroza, and J. W. Kwan, “Design and simulation of the
chamber transport. multibeamlet injector for a high current accelerator,” submitted to Phys.
Rev. ST Accl. Beams.
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